
Evolving Liquid Roofing

Packaging & Shelf Life
LQD-R Liquid:
15L (22 kg) Bucket 
LQD-R Jointing Tape:
25m x 100mm self adhesive

LQD-R Stain Blocker

10L Bucket

Shelf life 12 months if unopened containers stored between  
4°C and 32°C.

Application Conditions
Application temperature should be in the range of 0°C to 45°C. 
Please be aware of the effect of dew – our recommendation is  
that the substrate temperature should be at least 3°C higher than 
the temperature at which dew forms – i.e. the ‘Dew Point’ Do not 
apply LQD-R Liquid Waterproofing if rain is imminent or likely  
to fall during application.

Surface & Product Preparation
Surfaces must be free from dust, loosely adhering particles, 
chippings, oil, grease, algae, mildew or fungal growth. While 
LQD-R can be applied to damp surfaces the moisture content of the 
substrate must be less than 7%. Stir the product thoroughly with a 
mechanical mixer (2 - 3 minutes) LQD-R can be applied directly to 
most substrates without the need for primers. However on certain 
surfaces and substrates primers may be required: please contact 
our Technical Department for advice. If adhesion is in doubt, 
perform an Adhesion Test.

Application Instructions
Method: This is a wet-on-wet system. Apply the base coat of 
LQD-R to the substrate using a brush or roller. Place the fabric into 
the liquid so that saturation occurs. Ensure that no air is trapped 
beneath the fabric and that there are no creases in it. Apply the 
top coat of LQD-R to the saturated fabric using a brush or roller 
ensuring that a smooth finish is achieved and that the fabric is 
completely covered. Leave to cure.

Detailing: All detailing should be applied before proceeding 
with the field area. Where boards meet, all joints must be covered 
with a 100mm LQD-R Jointing Tape before applying the field area.  
For upstands, penetrations and edge details use 250mm wide 
fabric before applying the field area.

Installation Guidelines

LQD-R Liquid 
Waterproofing System

LQD-R is a single component 
liquid waterproofing system 
which offers significant 
advantages over conventional 
PU and PMMA systems.  
Fully reinforced with a 
polyester membrane, it 
cures quickly and can be 
applied under practically any 
conditions, even on cold days 
and on most surfaces.

LQD-R Fabric:
100m x 250mm
100m x 500mm
100m x 1m



Installation Guidelines

Evolving Liquid Roofing

Our products are guaranteed to meet established quality 
control standards, information contained in our technical 
data is based on laboratory and field testing, but is 
subject to change without prior notice. No guarantee of 
accuracy are given or implied, nor does Flex-R assume any 
responsibility for coverage, performance on injuries resulting 
from storage, handling or use of our products. Liability, if 
any, is limited to product replacement or, if applicable, to 
the terms stated within the executed project warranty.

Application Instructions (Continued)
Field Areas: Use the wet-on-wet method described above to 
apply one metre wide fabric to the field area. Make sure all fabric 
overlaps by at least 100mm. Night joints should be abraded 
before over coating. Any areas to be recoated or repaired after 
16 hours must be abraded before over coating.

Coverage: The coverage rate of LQD-R will vary depending  
on the porosity of the surface, texture of the substrate and whether  
a primer is necessary. As a general guideline the coverage rate  
is 2.0 L/m² (minimum) - subject to conditions above.

Drying & Curing
This system is water repellent on application. However, if rain 
does fall before the waterproofing liquid ‘skins over’ the surface 
may incur small indents, which will require a light overcoat once 
completely dry to ensure a smooth finish. Check that there are 
no pinholes visible in the finished surface. Should any appear 
apply a light coat of the product to these areas. Drying time is 
approximately  
2 hours at 20°C / 60% relative humidity. Full cure will occur  
in 5 days.

Clean Up
Uncured LQD-R can be dissolved with mineral spirits.  
Cured LQD-R can only be removed mechanically.

System Build Up
Liquid - Fabric - Liquid 

Storage
Unused product can be kept for the duration of the shelf life by 
resealing the bucket lid. When re-opening to use, if a skin has 
formed, simply remove the skin and stir before use.

LQD-R Liquid  
Waterproofing
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LQD-R Liquid Waterproofing
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LQD-R Liquid 
Waterproofing System
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